nic and protection and virtual library and instance and queue - Google Search 

Web images Maps News Shopping Gmaii more ▼ 



Go? ide _ 

W ni< 



saigon98@gmail.com | Web History | My Account | Sign out 



[nic and protection and virtual library and instance and queue "|| Search"] ' 'X^l^ " 

Web Personalized ResuTts"l'"-"io"6f' abour67620 lb"r''h"ic''a'nd'' pr6tecL jon'and vi rtual Hbrary and instance 

[PDF] Evaluation of Virtual Interface Architecture (VIA) 
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protection. The key components of VIA include Virtual Instance, Message Descriptor, and. Send/Receive Queue. 
GigaNet GNN1 000 is a host adapter that ... 
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Direct message transfer between distribute d processes - US Patent ... 

8, when a VI NIC processes a descriptor it uses virtual address 800 and the associated memory handle 802 to 
generate a protection index 806 via address ... 
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[PS] U-Net/SLEi A Java-based User-Customizable Virtual Network ... 
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NIC design. On NICs with a programmable co-processor, for instance, ... in the buer area and pushes a descriptor 
on the transmit queue indicating the ... 
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The virtual interface (VI) architecture standard was developed to satisfy the need for a high .... interfaces to the NIC. 
A VI consists of a send queue, ... 
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DMA DESCRIPTOR QUEUE READ AND CACHE WRITE POINTER ARRANGEMENT ... 

The queue is managed in part by the transport library 223, which provides a DMA queue resource 231 on the NIC 

1 1 6 with an up-to-date pointer to the next ... 
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[PDF] Experiences from Debugging a PCIX-based RDMA-capable NIC 
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virtual block devices. read(), writeQ, ioctlQ, ... Remote Queues. Buffer regions. RDMA. I/O Initiator. Rocketl/O. 
Links. NIC. NIC. tests/benchmarks ... 
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(WO/2005/104478) NETWORK INTERFACE CARD WITH RDMA CAPABILITY 

This requires that a completely different transport library instance would be required In order to use the queue, 

the NIC stores events on the queue. ... 
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Arsenic: a user-accessible gigabit ethernet interface - INFOCOM ... 

packet filters to the NIC. Each flow is controlled via an independent virtual interface,, with its own receive and 
transmit queues. The NIC deals with all ... 
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Handle of the NIC. ViHandle:. Instance of a Virtual Interface. RecvQueue:. VIP_TRUE indicates that the completion 
was associated with the receive queue ... 
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Traffic classes, virtual channels. Unscheduled outage protection. Schedule outage protection .... CQ - 
Completion Queue. HCA Driver/Library. Verb consumer ... 
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